
TRAFFIC CONTROL DEVICES

800 SERIES STANDARD DRAWINGS

INDEX OF BOONE COUNTY STANDARDS

BC-800-001Typical Blue RPM Locations

Standard Barricade BC-801-001

BC-801-002Typical Application For Work Beyond The Shoulder

BC-801-003Typical Application For Shoulder Work With Minor Encroachment

BC-801-004Typical Application For Lane Closure On A Two-Lane Road Using Flaggers

BC-801-005Typical Application For Lane Closure On A Two-Lane Road With Low Traffic Volumes

BC-801-006Typical Application For Temporary Road Closure

BC-801-007Typical Application For Lane Closure On A Minor Street

BC-801-008Typical Applicaiton Diagram For Additional Information



 

STANDARD DRAWING

SCALE: NO SCALE

SHEET    1 OF 1

BOONE COUNTY HIGHWAY DEPARTMENT

|
|

7
:2

4
:1

0
 A

M
P
:\

1
7
0
0
0
4
 -
 B

o
o
n
e
 C

o
u
n
ty
 A
s
-
N
e
e
d
e
d
 A
s
s
is
ta

n
c
e
\
S
ta

n
d
a
rd
s
 C

o
n
s
o
li
d
a
ti
o
n
\
0
9

R
o
a
d
\
0
4
 D

e
s
ig

n
 f
il
e
s
\
0
2
 D

G
N
\
P
la

n
s
\
8
0
0
s
\
8
0
0
-
0
1
_

B
lu
e
 R

P
M
.d

g
n

3
/
2
7
/
2
0
1
9

Fire Hydrant Location (Typ.)

RAISED PAVEMENT MARKER

(BLUE)

BC-800-001NO. 

TWO-LANE STREET

AT INTERSECTION

Blue Raised Pavement Marker Location (Typ.)

MULTI-LANE STREET

AT INTERSECTION

MULTI-LANE STREET

WITH TURN LANE OR

MEDIAN
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ROAD

CLOSED

DETOUR

BC-801-001NO. 

2

2

1

1

Variable 26'-0" To 36'-0" From Curb To Curb

2" x 8" Wood Rails

4" x 4" Wood Rails 

Grade Level

 
1
'-
8
"

1
'-
8
"

 
1
'-
8
"

 

Orange Reflector Sheeting

White Reflector Sheeting

6
"

6
"

45°

R11-2

XM4-10

STANDARD BARRICADE

Two Coats Of White Paint.

All Wood Posts And Support Members Shall Be Painted With 4.

5.

6.

7.

Route Has Been Signed.

The Detour Arrow Sign Shall Be Used Only When A Detour 

Or Mash Crash Evaluation Criteria.

Barricades, Lights, Signs, And Supports Shall Meet NCHRP 350 

INDOT Standard Specifications.

Reflective Sheeting Shall Be In Accordance With 

2' 2'10'-0" (Min.)

NOTES:

3.

As Indicated On The Plans Or As Directed By The County Engineer.

The Legend Of The R11-2 May Be Modified To "BRIDGE CLOSED" 

Devices (MUTCD) For Any Additional Information.

Indiana Manual Of Uniform Traffic Control 

Specifications And The Latest Edition Of The 

Refer To Section 801 Of The INDOT Standard 

With The Plans.

Location Of Barricades Shall Be In Accordance 

PLAN VIEW

Standard Barricades

ROAD CLOSURE DETAIL

ELEVATION VIEW
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BC-801-002NO. 

NOTES:

2.

1.

WORK BEYOND THE SHOULDER

TYPICAL APPLICATION FOR 

Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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BC-801-003NO. 

SHOULDER WORK WITH MINOR ENCROACHMENT

TYPICAL APPLICATION FOR 

NOTES:

2.

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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BC-801-004NO. 

LANE CLOSURE ON A TWO-LANE ROAD USING FLAGGERS

 TYPICAL APPLICATION FOR

NOTES:

2.

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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BC-801-005NO. 

WITH LOW TRAFFIC VOLUME

LANE CLOSURE ON A TWO-LANE ROAD 

TYPICAL APPLICATION FOR

NOTES:

2.

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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BC-801-006NO. 

TEMPORARY ROAD CLOSURE

TYPICAL APPLICATION FOR

NOTES:

2.

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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BC-801-007NO. 

LANE CLOSURE ON A MINOR STREET

TYPICAL APPLICAITON FOR

NOTES:

2.

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

BC-801-008See STD Drawing - 

For Additional Information See 2011 IMUTCD and
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NOTES:

1. Figure From 2011 Indiana Manual On Uniform Traffic Control Devices (MUTCD)

TYPICAL APPLICATION DIAGRAMS

ADDITIONAL INFORMATION FOR
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